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Cathtip 400-Series

Semi-Automated Hole Drilling Machine

The 400-Series precision hole drilling machine is
designed to offer high-quality, repeatable
mechanically-driven catheter hole forming results with
clean production across a vast variety of materials and
applications. It can handle soft silicones to harder
polymers, small to very large tube diameters, while
accurately locating & perforating individual lumens. With
applications that have 1 to 8 lumens or more, the
400-Series' semi-automatic versatility allows it to provide
highest quality & range of diverse holeforming solutions,
including:

« Circular holes with Flow-Thru™ Dirill core
evacuation (0.015"-0.197" dia.)

+ Punched/Drilled holes with core pin ejection

+ Oval holes

+ Skived holes

+ Micro holes

+ Offset holes

+ Slit or Slotted holes

+ & Much more

CATHTIP Flow Thru™

The CATHTIP proprietary Flow Thru™ Hollow Drill's
refined process control, and manufacturing excellence
have made its machines a staple of most major catheter
production clean rooms.

% sales@mmt-inc.com

Key Features

Flow Thru™ drilling core evacuation & collection
for clean workspace

Razor sharp cutting edges to form burr-free
holes

Long-lasting life for hardened SS440C Flow
Thru™ Drills

Toolless drill change

Edge detection to accommodate variable drill
types

Rapid tooling changeover to run multiple
application sizes

Custom-built machine design & processes
Capable to store up to 200+ recipes
Unlimited hole pattern potential
Configurable recipe offsets

Single to multi-drill head configurations for
variable hole sizes or hole types

Safety light curtain

CE- Compliant, meeting European safety
standards

To learn more about the Cathtip 400-Series,
including a comprehensive list of features and
specifications, please visit:
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Cathtip 400-Series

Semi-Automated Hole Drilling Machine

Solution Flexibility

+ Multi-lumen configurations from 1-8+ lumens + Up-to 4 holes per second (application dependent)
+ Process up to 1.5" OD Tubing + Automation ready controls and part handling
« Collet-style drill head for SYNEO punches & ejector pin (application dependent)

Machine Specifications

Motion: Stepper

Power: 100-240 AC at 50/60Hz
Air: 100psi max. 5¢cfm
Interface: HMI Touchscreen
Dimensions: 31"x18"x 12"

Weight: 60lbs (base weight)

CATHTIP is proud to be an MMT company - the sole source for automated, process-driven medical manufacturing.

gﬂ!!‘l TIP Medical Manufacturing Technologies (MMT) brings together applications expertise, technical solutions,
and aftermarket support to revolutionize medical device manufacturing
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