( MEDICAL MANUFACTURING TECHNOLOGIES

P4200 Profile Gauging System

The Glebar P4200 Profile Gauging System revolutionizes
how manufacturing engineers handle profile gauging for
parts with complex shapes. Optimized for applications
such as arthroscopic shavers and fasteners, this system
provides rapid, reliable in-process measurements that
integrates seamlessly with the Glebar GT-610 CNC
Centerless Grinding Machine. It also supports offline - Simple, easy-to-use software and user interface.

quality inspections and traceability, delivering the - Results are presented to operators as a clear Go or
accuracy and efficiency critical for demanding industries No Go

like medical device, aerospace, and automotive
manufacturing.

Key Features

+ Detects and measures even minute defects.

+ Measurement is automatic, free of any operator
influence.

+ Parts are pulled through an optical micrometer.

+ Fast scanning.

Provides a diameter and length reading every

8-millionths of an inch (.000008").

+ Stable calibration and no deterioration over time.

Reporting, lot control, and data aggregation for SPC

analysis standard.

Fasteners and Arthroscopic Shaver + Point-to-point dimensioning by simply clicking on
the part features, with unlimited zooming.

+ Supports any combination of English and Metric

Additional Features: it (ineh, om, mm).

To learn more about the P4200, including a
comprehensive list of features and
specifications, please visit:

P

+ Provides size compensation feedback to the Glebar

GT-610 CNC Centerless Grinder.

Ability to set warning tolerances to alert the

operator before a part goes out of tolerance.

+ All data, templates, results, and raw scan D- *, D
information are stored for easy product traceability.

+ Result data can be imported into Excel, Minitab, or
SPC programs.

« SQL version available to centralize data D
measurements and templates across plants. ‘
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P4200 Profile Gauging System

Specifications

Diameter Accuracy: 0.5um (0.00002")
Diameter Repeatability: 0.03um (0.000001")
Linear Encoder: With 0.1um (0.000004") resolution
Power: 110/220 VAC, 50/60Hz, 15/8A
Air: 4CFM @ 80PSI
Measurable Length: 11" (28cm)
Machine Footprint: 28" x 29" x 68" (71 x 73 x 172cm)
@@ Gleb.ar is proud to b.e an MMT cor.npany -the .sole source for au.ton‘1ated, proc.ess-drive‘n medic.al manufacturing.
l Medical Manufacturing Technologles_(M MT) _brmgs t_ogether appllcgtlons expertise, technical solutions,
oy ey and aftermarket support to revolutionize medical device manufacturing.
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